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INDEX TO SHEETS PROJECT NOTES

SHEET NAME 1, CONTRACTOR SHALL CLEAR AND GRUBB ALL AREAS TO BE PAVED
G-001 | TITLE SHEET WHERE ORGANIC MATERIAL IS FOUND PRIOR TO GRADING AND PLACEMENT
C—002 | SHEET INDEX AND NOTES. TRAIL MAINT. (BASE BIDD OF BASE, STERILENT AND ASPHALT PAVEMENT. CONTRACTOR SHALL
C-101 | PARKING EXPANSION (BASE BID REMOVE ALL SOD, RUBBISH, TOPSOIL, DEMOLITION DEBRIS, ORGANIC
C—102 | SLURRY SEAL (BASE BIDD MATERIAL AND DISPOSE OF IT AT AN APPROVED FACILITY OFF-SITE.
C-103 | BOAT RAMP EXSTENSION ¢(BASE BID)
C—104 | NEW ASPHALT PATH (ALT D 2, CONTRACTOR SHALL PROVIDE HIS OWN LAYOUT AND STAKING ON THIS
C-105 | RESTROOM PARKING REHAB (ALT 2 PROJECT.
8:150061’ ;é'l\'/AEIblll_ESNT EXPANSION CALT 3> 3. CONTRACTOR SHALL PROVIDE A PORTABLE TOILET ON-SITE FOR THE
C-502| RAMP SECTIONS USE OF HIS EMPLOYEES AND SUB-CONTRACTORS DURING THE DURATION
OF THE PROJECT.
4, CONTRACTOR SHALL CONTACT DIVISION OF PARKS AND RECREATION
AND DFCM PERSONNEL 48 HOURS IN ADVANCE OF ANY DIGGING AT
PROJECT.
5. THIS CONTRACT IS BROKEN DOWN INTO BASE BID WORK ITEMS
(SHEETS G-002, C-101 TO C-103> AND ALTERNATES., ALTERNATE 1 IS
THE WORK SHOWN ON SHEET C-104, ALTERNATE 2 ON SHEET C-105 AND
ALTERNATE 3 ON SHEET C-106.
EXISTING ASPHALT TRAIL MAINTENANCE. | CLEAN EXISTING
CRACKS AND APPLY ASPHALT CRACK SEAL AND 17
CONTROL ASPHALT OVERLAY. APPROXIMATELY 1010 L.F. OF 8
MAGNAIL WIDE TRAIL OR 8490 S.F. OF OVERLAY. BASE BID.
N 5049.36
E 4485.35
EL 5450.13
>~\ N THE BOAT RAMP EXPANSION FOR THE
b 4 CONCESSIONAIRE IS LOCATED ON
e SHEET C-103.
/ maws
o == THE CONCESSIONAIRE BOAT RAMP IS
o LOCATED APPROXIMATELY 5 MILES TO
THE NORTH EAST ALONG HIGHWAY
189.
To
SHEET C—-101 EN77?
ws
SHEET C—-102
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SEWER MANHO
LID EL.=5453.9

ASPHALT

FPARKING
\

____________________ CLEAR AND GRUBB AND FURNISH AND
.......... INSTALL NEW ASPHALT PAVEMENT. SEE
'''''''''''''''''''' DETAIL A SHEET C—501. APPROXIMATELY
16,500 S.F. STRIPE APPROXIMATELY 25

NEW 10° X 57’ 60° ANGLED TRAILER
PARKING STALLS. ALL STRIPES SHALL BE
— 4” WIDE YELLOW STRIPES WITH A TWO COAT
APPLICATION.

NOTES:

1. CONTRACTOR SHALL INSTALL PAVEMENT AT EXISTING GRADE AND
SHALL GRADE OR PROVIDE AND INSTALL STRUCTURAL FILL MATERIAL
FOR THE SOUTHEAST CORNER SUCH THAT THE FINISHED GRADE AT
THE SURFACE OF THE ASPHALT IS NO GREATER THAN 2Z%.

2. THE CONTRACTOR SHALL PROVIDE HIS OWN LAYOUT AND STAKING.
HE MAY SCALE THE DISTANCES FROM THIS PLAN.

3. ALL GRUBBINGS SHALL BE REMOVED AND DISPOSED OF AT AN
A APPOVED FACILITY OFF-SITE.

4. THE CONTRACTOR SHALL SAW CUT AND REMOVE AND REPLACE
APPROXIMATELY 1’ OF ASPHALT ALONG THE EDGE OF THE EXISTING
ROADWAY AT THE TIE-IN. HE SHALL DISPOSE OF THE REMOVED
ASPHALT AT AN APPROVED FACILITY OFF-SITE.

EDGE OF ASPHALT

NORTH
0 40
E E |
SCALE 1"= 40’

CULVERT
——

SET MAGNAIL
N.=5000.00
0
EL.=5454.00

2’ DIA. CMP

(\SEWER MANHOLE
D _fl.=5456.5

/

&
o
O

T2’ DIA. CM,
CULVERT
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STRIPING NOTES: SWEEP, CLEAN, FURNISH AND INSTALL

CHK'D BY: JEK

ASPHALT CRACK SEAL, AN [SSA TYPE I
1. THE CONTRACTOR SHALL RE-STRIPE THE ENTIRE SLURRY SEAL. REMOVE AND REPLACE

~2' Dl CiP
CULVERT

O s COPYRIGHT: STATE OF UTAH
EXISTING PARKING LOT. ALL STRIPES SHALL BE 4" GARBAGE: DUMPSTERS, PROTECT MANHOLE

SHEET TITLE
WIDE AND YELLOW. COVERS, INLETS, LIGHT POLE BASES,
IN-PLACE. APPROXIMATELY 158,500 S.F. SLU RRY

A | SEAL

2. ALL PARKING STRIPES SHALL MATCH THE EXISTING
IN COLOR, LOCATION, DIMENSION AND ALIGNMENT.

J. ALL STRIPES SHALL RECEIVE TWO COATS OF
PAINT. THE FIRST COAT AFTER THE SLURRY SEAL

HAS CURED, THE CONTRACTOR SHALL THEN SWEEP NORTH SHEET NUMBER

THE LOT AND PAINT THE SECOND COAT 4 WEEKS 0 100

AFTER THE INITIAL INSTALLATION. % C 1 O 2
-

SCALE 1"= 100’

2 3 4 5 SHEET 4 OF 10




D

0

60

E E |

SCALE 1= 60’

CONCRETE RAMP EXTENS/ON

1. THE CONTRACTOR SHALL INSTALL THE NEW CONCRETE BOAT
RAMP AT GRADE AND WITH THE MINIMUM OF DISRUPTION TO THE
EXISTING NATIVE MATERIAL.

2. THE CONTRACTOR SHALL CONSTRUCT THE RAMP IN
ACCORDANCE WITH THE TYPICAL RAMP SECTIONS SHOWN ON
SHEET C—502 AND THE SPECIFICATIONS.

3. THE CONTRACTOR SHALL NOTIFY BOTH THE CONCESSIONAIRE
AND STATE PARKS 48 HOURS IN ADVANCE OF MOBILIZING TO THE
SITE AND SHALL COORDINATE ALL ACTIVITIES WITH BOTH THE
CONCESSIONAIRE AND THE PARK RANGER DURING CONSTRUCTION.

4. THE CONTRACTOR SHALL FURNISH HIS OWN PORTABLE TOILET
FOR THE USE OF HIS EMPLOYEES, SUBCONTRACTORS AND
VENDORS FOR THE DURATION OF THE PROJECT.

REMOVE AND REUSE EXISTI
RIE/ RAP A/ SHOULPER OF RAMP

ENLARGED AREA
THIS SHEET

CONCESSIONAIRE
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SITE/LOCATION:

EXTENSION

CONCREFE RAMP ENSION (CONTINUED)
5. THE CONTRACTOR SHALL BID THE QUANTITIES SHOWN ON THIS
DRAWING AND OA E TYPICAL-SECTIONS ON SHEET ¢-504. THE
STATE RESERVES THE R 70 SHORFEN THE LENGJH OF |RAMA
EXTENDED DEPENBING ON THE WATER LEVEL.

6. THE CONTRACTOR SHALL BID PHASING THE INSTALLATION O
THE RAMP SUCH THAT HE WILL—MOBILIZE AT LEAST 4 JIMES
PRIOR TO POURING THE CONCRETE IN ORDER TO PLACE THE 8"
OF GRANULAR MATERIAL ALONG THE RAMP EXTENTION UP/TO T
RECEDING WATER LEVEL. THIS GRAVEL SURFACE WILL BE USED
ON AN INTERIM BASIS BY STATE PARK BOATING USERS UNTK THE,
CONCRETE CAN BE INSTALLED AT LOW WATER LEVEL. Tl
CONTRACTOR SHALL ALSO FURNISH AND INSTALL APPROXIMATELY
J0%Z MORE GRANULAR MATERIAL THAN SHOWN ON THE TYPICAL
SECTIONS TO COVER WASTAGE BETWEEN THE TIME OF PLACEMENT
FOR TEMPORARY USE BY THE PUBLIC AND THE INSTALLATION OF
THE CONCRETE.

7. THE CONTRACTOR SHALL SCHEDULE THE POURING OF THE
RAMP EXTENSION IN OR AROUND THE END OF SEPTEMBER TO
EARLY OCTOBER 2008 TIME FRAME WHEN THE LAKE WILL BE AT
/TS LOWEST WATER LEVEL.
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LIGYIT POLE
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APPROXIMATE 20° ENTRANCE. QNTRACTOR SHALL
- REMOVE - EXISTING ASPHALT €URB- AT~ENTRANCE -AND -
DISPOSE OF IT AN APPROVED LOCATION OF? F@%Z %

" SASPHALT CURB

CONTRACTOR SHALL GRADE THE TRANSITION
EXISTING NEW NEW TOP OF ASPHALT TO BE FLUSH.

LEGEND

APPROXIMATE CENTERLINE

NEW ASPHALT TRAIL. "APPROXIMATELY 150 L.F. OF NEW N 5088.44  NORTHING AND EASTING ON POINT OF
6’ WIDE ASPHALT PATH CONNECTING PARKING AREA WITH 4584 54 CENTERLINE

BOAT RAMP ACROSS FROM RESTROOM ENTRANCE: = 7 —

APPROXIMATELY 940 S.F. SEE DETAIL __ SHEET C—501.

MAXIMUM SLOPE SHALL BE-NO GREATER THAN12:1- OR -

8.3%.

" NOTES:
1." CUT AND' FILL" SLOPES SHALL BE'A MAXIMUM OF 2:1:

2. THE CONTRAC R AND GRUB BEFORE
COMMENCING EARHWORK AND GRADING:
SHALL DISPOSE OF HIS GRUBBINGS OFF=SITE.,

3. THE CONTRACTOR SHALL LAYOUT THE PATH USING THE
"INFORMATION FPROVIDED AND ‘CALCULATE AND COMPLETE THE
NEEDED EARTHWORK TO MAINTAIN THE NECESSARY SLOPES.
WHERE - SPECIFIC -VALUES ARE NOT GIVEN - THE -CONTRACTOR
MAY SCALE FROM THE PLANS.

10° X 10° LANDING. MAXIMUM OF 2% GRADE.

'4. PLEASE SEE SURVEY CONTROL LOCATED ON SHEET G-002.

5443 5 APPROXIMATE ELEVATION ALONG CENTERLINE

ASPHALT CURB

NORTH
0 . . .

SCALE 17=.
S

20
B E ]

20’
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/

- 7 [¢) ISTING PAVEMENT AND NATIVE MATERIALTO AN

" BEP) {ND DISPORE OF AT AN APPROVED FACILITY

B4
; OFF—SITE, FURNIAND INSTALL NEW ASPHALT

A NT. SEER'DETAIL A SHEET C-501. PROTECT TREES
p CE. R SVALVE COVERS TO GRADE.

LACE.
...... PROXIMAJELY /1,845 S.F.

..... MARK | DATE DESCRIPTION

......

| ISSUE DATE: FEB. 11, 2008

DFCM PROJECT NO: 07329510

CLEAN, SWEEP AND INSTALL AN ISSA TYPE Il CAD PROJECT NO:

SLURRY SEAL. O MES? 0 S.F. ADD CAD DWG FILE: KEI1117NCSSHEET.DWG
RKIN

AN ADDITIONAL HANDICAP P G STA DRAWN BY: AD

N. RE—STRIPE WITH 2 COATS OF 4" WIDE CHK'D BY: JEK
FLLOW STRIPES AT THE EXISTING LOCATION AND COPYRIGIT. STATEOFUTAR
DIMENSIQN. -
SHEET TITLE
RESTROOM PARKING
é A | REHABILITATION
\
NORTH SHEET NUMBER
0 30

T C-105

5 SHEET 7 OF 10




NORTH
0 40
E E |
SCALE 1"= 40’

ASPHALT CURB — S%g4

NOTES:

/ «\CATCH BASIN 7. CONTRACTOR SHALL INSTALL FAVEMENT AT EXISTING GRADE.
GRATE EL.=5446.5 TH

CATCH BASIN N
GRATE EL.=5444.8
E EL.=5441.3 3

CONTRACTOR SHALL PROVIDE HIS OWN LAYOUT AND STAKING.

3. ALL GRUBBINGS SHALL BE REMOVED
APPOVED FACILITY OFF-SITE.

AND DISFOSED OF AT AN

4. THE CONTRACTOR SHALL SAW CUT AND REMOVE AND REPIA 75
APPROXIMATELY 1° OF ASPHALT ALONG THE EDGE OF THE EXISTINGZ.
ASPHALT (APPROXIMATELY 790 L.F. OF SAW CUT AND 790 S.F. OF
REMOVALS. THE REMOVE ASPHALT SHALL BE DISPOSED OF AT AN
4RPROVED FACILITY OFF—SITE.

™~

ASPHALT PARKING \

FURNISH AND INSTALL 4 BOLLARDS. \

SEE DETALL C SHEET C=501. CLEAR AND GRUBE AND FURNISH AND

NSTALL NEW ASPHALT PAVEMENT. SEE \
DETAIL A~SHEET C-501. APPROXIMATELY
13,020 S.F. STRIPE-NEW._PARKING STALLS \

LINES IN ACCORDANCE WITF DIRECTION
OF PARK MANAGEMENT. ALL STRIPES SFA

EDGE OF ASPHALT 54 g’//DLZ//:'CAY;/'ééVOW STRIPES WITH A TWO :

vP.)

5449

ASPHALT CURE \

FURNISH AND INSTALL 4 BOLLARDS.
SEE DETAIL C SHEET C-501.

............... 5450

Q

SEWER MANHO
LID EL.=5453.9

 5¢5§

™~

ASPHALT PARKING \

SET MAGNAIL
N.=5000.00
0

EL.=5454.00

Q\SEWER MANHOLE
D _fl.=5456.5

S5460—
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/-3' COMPACTED ASPHALT

EXISTING ASPHALT NEW PAVEMENT 1/27 MAX AGGREGATE.

VARIES VARIES

PROOF ROLL SUBGRADE

ASPHALT PAVEMENT A
SCALE: NTS U

EXISTING 2.0% MIN. 2.0% MIN. EXISTING
NATIVE VEG I — B— NATIVE VEG

2" BITUMINOUS ASPHALT SURFACE COURSE
U.D.O.T. 1/2° GRADATION

4" AGGREGATE BASE COURSE 100%
COMPACTION AS PER ASTM-D1557

PROOF ROLL SUBGRADE

SCALE: NTS

ASPHALT TRAIL /B
/

ROUND CAP

[T~ ———PROVIDE 4" WIDE RED AND WHITE
REFLECTIVE TAPE AT TOP

o {————6" DIA. STEEL PIPE FILLED
Nl WITH CONCRETE

["—————————PAINT BOLLARD YELLOW
FINISHED GRADE

2-#4 REBAR WELDED
TO PIPE TOP AND
BOTTOM

CONCRETE ANCHOR

SCALE: NTS

BOLLARD TN
/

NOTES

1. A 2’ WIDE, 8" THICK PROOF ROLLED ROAD BASE SHOULDER SHALL BE
INSTALLED AT THE EDGES OF ALL NEW ASPHALT WHERE IT DOES NOT
ABUT EXISTING ASPHALT.

2. THE CONTRACTOR SHALL FURNISH AND APPLY SOIL STERILENT TO THE
PREPARED ROAD BASE PRIOR TO PAVING.

3. ON ALL NEW ASPHALT PAVEMENT THE CONTRACTOR SHALL BID 10% OF
THE TOTAL NEW PAVEMENT AREA FOR OVEREXCAVATING AND REMOVING
SOFT AND YIELDING SUBGRADE MATERIAL AND DISPOSING OFF-SITE. HE
SHALL ALSO BID REPLACING THESE AREAS WITH 2° OF COMPACTED
STRUCTURAL FILL AND STABILIZATING FABRIC. SEE BID FORM.

8" OF NEW ROAD BASE COURSE 3/4 OR 1" MAX.

COMPACT AS PER ASTM-D1557.

NOTES

1. CONTRACTOR SHALL CLEAR AND GRUBB EXISTING AND UP TO 6" OF
TOP SOIL AND REMOVE OFF-SITE.

2. THE CONTRACTOR SHALL FURNISH AND APPLY SOIL STERILENT TO THE
PREPARED ROAD BASE PRIOR TO PAVING.

3. A 1" WIDE, 6” THICK PROOF ROLLED ROAD BASE SHOULDER SHALL BE
INSTALLED AT BOTH EDGES OF THE NEW ASPHALT TRAIL.
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CONCRETE NOTE:

CONCRETE SHALL HAVE AN MINIMUM 28 DAY UNCONFINED
COMPRESSIVE STRENGTH OF 5,000 POUNDS PER SQUARE
INCH AND CONTAIN 5 PERCENT +/— 1PERCENT

AIR ENTRAINMENT.

ALL SAW CUTS MUST BE COMPLETED WITHIN 24 HOURS
OF THE "INITIAL SET" OF THE CONCRETE AND SHOULD
BE PERFORMED UNDER THE DIRECTION OF THE CONCRETE
PAVING CONTRACTOR.

INCLUDE PRO MESH FIBER MESH IN_ALL CONCRETE
MIX OR APPROVED EQUAL. ADD AT 1.5 LBS

24"
24" WIDE 12" THICK TYP.

2"-12" NOM. DIA.
ROCK (TYP.)

TOP OF EXISTIN
GROUND SURFACE

6" OF CLEAN, ANGULAR
CRUSHED GRAVEL. TYP.

2 3 4
39.7"
L1 o O ST e e
6 TYP. 12 TYP.
OF CONCRETE. TYP. 6" TYP ‘

o

28’

14/

CONCRETE BOAT RAMP

EXTENSION SECTIONS

—l 24"

SCALE: 1"=5'

(AN
N
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